
STANDARD PRODUCTS

Description Indoor/outdoor 
use. Great for 
banner stands.

Indoor/outdoor use. 
Pole pockets & 
heavy application.

HD Polyethylene. 
Paper material. 
Will not tear.

Poly-cotton w/semi-
gloss. Stretching & 
framing.

UV coating & water 
protection. Indoor 
or outdoor use.

Outdoor use. Ideal 
for fences. 37% air 
flow.

Vinyl Banner (13oz.) Vinyl Banner (18oz.) HDPE Banner Canvas Fabric Banner Mesh Banner

PLUS PRODUCTS

Printed 
Sides

Single-Sided Single-Sided 
Double-Sided

Single-Sided Single-Sided Single-SidedSingle-Sided

Size Unlimited. 10 ft. 
width before seam.

No seaming D.S. 
10ft. width before 
seam.

47” wide 74” wide 122” wide70” wide

Options Welding           
Grommets         
Rope                
Pole Pocket

Welding           
Grommets         
Rope                
Pole Pocket

Contour Cut Contour Cut Welding                  
Grommets

Sewing                    
Grommets              
Pole Pockets

Description of Options

Welding

Sewing

Grommets

Rope

Pole Pockets

The edges of banners are folded and heat welded approximately 1 inch on all sides. This is not added to 
the final dimensions unless it is double-sided. Welding makes banners sturdy and more resistant to fraying.

For fabric banners, edges are crimped and sewed approximately 1 inch on all sides.

Grommets are circular nickel plated holes distributed every 2 to 3 feet on the sides of banners. They pro-
vide support for suspending banners with rope.

Rope can be added into welded sides. We use 500 pound Nylon cord and leave 2 feet of slack on both ends.

Pole pockets rage in size from 1” to 4”. If the poles are 1” thick, 2” pole pockets are recommended. If the 
poles are 2” thick, 4” pole pockets should be used. Pole pockets will be printed only if they are solid colors. If 
double-sided, pole pockets will remain white. Multiple configurations available.

Banners
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STANDARD PRODUCTS

Description Ideal for yard signs for use with metal-
stakes. 4mil or 10mil. Check flute 
direction.

Ideal for presentations. 
Sturdy & Durable. Indoor 
only.

White rigid plastic. Ideal 
for displays. 3mil or 6mil.

White semi-rigid plastic. 
For commercial signs that 
diffuse light. 1/32 thick.

Coroplast Foamcore PVC (Polyvinyl Chloride) Poly-Styrene .03”

PLUS PRODUCTS

Printed 
Sides

Single-Sided               
Double-Sided

Single-Sided               
Double-Sided

Single-Sided               
Double-Sided

Single-Sided               
Double-Sided

Size 4ft x 8ft sheet 4ft x 8ft sheet 4ft x 8ft sheet 4ft x 8ft sheet

Options Many size/qty configs
Gloss Laminate

Many size/qty configs Many size/qty configs

Description of Options

Size/Qty 
Configs

Custom Cut

Contour Cut

Metal-Stakes

Gloss 
Laminate

Customers are purchasing a full sheet, so they can decide how the signs are laid out on it. There are 
62 size & quantity configurations, such as: 24” x 18” (10 per sheet)

Set up signs of varying sizes to be printed and cut on the same full sheet.

Signs are contour cut based on the cut file assigned (EPS or PDF), which contains a 1pt vector 
cutline and 0.25” identifying marks. The art file must also contain the 0.25” marks in exactly the same 
places.

Wire sign holder for small to medium corrugated plastic signs. Suggested panel size: up to 24” x 18” 
.9 ga. zinc plated finish ire. Measurements can vary within 1/2”

Adds gloss laminate finish to the sign

Signs & Presentation Materials

Many size/qty configs
Custom Cut (4mil only)
Contour Cut (4mil only)
Metal-Stakes
Gloss Laminate
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STANDARD PRODUCTS

Description 5yr PVC film. 
Vehicles & medium 
term applications. 
2.5mil.

Long-term graphics. 
Pressure-activated. 
Easy install. 2mil.

Backlit Signage. 
Dark until lit. Do 
not print white.

Perforated white 
vinyl. Laminated. 
Store fronts & 
Vehicles.

Low-Tac adhesion. 
Single or Double 
sided.

Conforms well. 
Resistant to 
corrosion & 
solvents. 5mil.

Orajet 3651 3M ControlTac IJ180C Orajet O-3651 Clear One-Way Window Oralite 5600 Reflect DualView Window

PLUS PRODUCTS

Printed 
Sides

Single-Sided Single-Sided Single-Sided Single-Sided Single-Sided       
Double-Sided

Single-Sided

Size Unlimited. 52”  
width before 
seaming.

Unlimited. 52” 
width before 
seaming.

Unlimited. 52” 
width before 
seaming.

Unlimited. 52” 
width before 
seaming.

52” width 4’ x 8’ 
max. per print.

52” width.

Options Gloss Laminate 
Matte Laminate 
Contour Cut

Contour Cut Contour Cut Contour Cut Contour CutContour Cut

Adhesive Products

Description Fabric/wallpaper-
like texture. Easily 
removeable.

Dry Erase prints 
perfect for 
home, office or 
educational.

Solvent with overlam. 
Ideal for cars and 
trucks. Non-permanent 
30 mil.

Magnetic VinylLow-Tac Wall Decoration Dry Erase Vinyl

Printed 
Sides

Single-Sided Single-Sided Single-Sided

Size Unlimited. 52”  
width before 
seaming.

50” width.

Options Contour Cut Contour Cut None

12” x 24”
12 x 18”
18” x 24”
12” x 42”
24” x 72”

Wall Applications & Magnetic
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